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SCHMETZ 134 GO RRT
Eigenschaften
� Öhr bezogen auf die Nadeldicke um 2 NM vergrößert,

z. B. hat eine Nadel NM 70/10 das Öhr einer NM 90/14
� Verbreiterte Fadenrinne
� RRT-Spitze: Rundspitze mit leicht verrundetem Körner

Vorteile
� RRT-Spitze ist unempfindlicher gegen Gratbildung als R-Spitze, daher länger einsatzfähig mit

weniger Materialbeschädigungen
� Optimierte Garnführung durch geringere Reibung, leichterer Durchlauf des Nähfadens,

insbesondere bei dicken Fäden oder Effektfäden
� Minimiert Schäden am Nähfaden und reduziert Stillstandzeiten der Maschine
� Weniger Nadelbruch

Anwendung

� Verwendung dicker Nähfäden oder Effektfäden

                      

Features
� Eye enlarged by 2 sizes in relation to needle size,

e.g. in a needle of size 70/10 the eye is of a needle size 90/14
� Enlarged groove
� RRT point: round point with slightly rounded tip

Advantages
� RRT point is less sensitive to burrs than R point, therefore longer applicability with less damage

of sewing goods
� Thread guidance optimised by lowering friction, smooth passage of the sewing thread, especially

with thick or special effect threads
� Minimisation of damage to the sewing thread and reduced machine downtime
� Reduction in needle breakage

Application
� Use of heavy threads or effect threads


